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Callout
RFI 1917.1Expansion joint layout and clarification.
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Cloud
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Callout
RFI 238Place control box at this location.
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RFI 3039Model 400
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RFI 3039Model 400
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JFinley
Dimension
12"
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RFI 2575
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Callout
RFI 2899
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Callout
RFI 2575
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Callout
RFI 2956Existing diagonal for drywall and metal studs is acceptable
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RFI 2575
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Callout
RFI 2575
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Cloud
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Text Box
RFI 3634 Ref to RFI 1917.1 Change EJ curtain width from 9" to 4" so as to fit in N. and S. walls of Rm 4.080
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Arrow
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Cloud
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Arrow

DConner
Text Box
RFI 3761Level ID and Directory signage locations

SMartinez
Text Box
RFI 4045  4" EJ @ L5 roof is required to be rated  and continues down east wall of IS Rm 4.080.01 to L4 slab which requires framing modifications. Vertical EJ at S. elevation from L5 to L4 slab does not need to be rated.
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Callout
RFI 3901See EJ detail for SE corner of IS room

DConner
Cloud
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Cloud
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Callout
RFI 4065See changes to wall type to accommodate FVC's
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3.2
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Line
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Text Box
11.2

DConner
Callout
RFI 3901.1Place type 11.4 partition wall in lieu of plywood See framing detail CK 1248-3
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Cloud

DConner
Callout
RFI 4095Move wall 2'' south to accomplish fire rating

YAlade
Cloud

YAlade
Callout
RFI 4263Column to be replaced with Z146 hard coat

DConner
Text Box
4095.1Add piece of shaftliner at the top of the sliptrack as well as inside the web of the sliptrackPending FLSO Review

DConner
Arrow
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Cloud

DConner
Callout
RFI 4493See SK-B for framing details over bent plate.
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Callout
RFI 4704Lateral slide plate for multidirectional movement
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Cloud
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Callout
RFI 4711Plywood to be attached to stud to avoid conflict with horizontal EJ

DConner
Callout
RFI 4739New fireproof coating to be used on column cover. Distance must be maintained
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Cloud
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Callout
RFI 6047
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